
Min Max

Plicord Oilfield FRAC 400 543-827 Nitrile Chemivic
Softwall /

Discharge Only
400 -25°F 180°F 3", 4" Standard Frac Hose

Plicord Oilfield FRAC 400 HW 543-385 Nitrile Chemivic
Hardwall /

Suction & Discharge
400 -25°F 180°F 3", 4" S&D 

Plicord Oilfield FRAC 400 ARC 543-710 Nitrile ARC
Softwall /

Discharge Only
400 -25°F 180°F 3", 4"

ARC Abrasion Resistant & Low 
Friction Cover

Plicord Oilfield FRAC 400 HW ARC 543-897 Nitrile ARC
Hardwall /

Suction & Discharge
400 -25°F 180°F 4"

S&D
ARC Abrasion Resistant & Low 
Friction Cover

Liquid Mud 500 549-337 Nitrile Chemivic
Softwall /

Discharge Only
500 -35°F 200°F 2", 3", 4" Higher Pressure

FRAC 500 HW 543-280 Nitrile Chemivic
Hardwall /

Suction & Discharge
500 -25°F 180°F 4"

S&D
Higher Pressure

FRAC/ACID S&D 400 546-462 CPE EPDM
Hardwall /

Suction & Discharge
400 -30°F 250°F 4"

Chemical Resistant for Acidizing
Higher Temperature
Weather resistant EPDM cover

Plicord FRAC 600D Chemituf 549-905 Modified Tufsyn SBR
Softwall /

Discharge Only
600 -25°F 180°F 4"

Higher Pressure
Abrasion Resistant Tube & Cover

Plicord FRAC 400 S&D Chemituf 541-133 Modified Tufsyn SBR
Hardwall /

Suction & Discharge
400 -25°F 180°F 8"

S&D
FRAC Tank Connections
Abrasion Resistant Tube & Cover

Oilfield FRAC SW 400 C&G 543-085 Nitrile Carboxilated Nitrile
Softwall /

Discharge Only
400 -25°F 180°F 4"

Cut & Gouge & Abrasion Resistant 
Cover

Oilfield FRAC HW 400 C&G 543-443 Nitrile Carboxilated Nitrile
Hardwall /

Suction & Discharge
400 -25°F 180°F 4"

S&D
Cut & Gouge & Abrasion Resistant 
Cover

FRAC Blending 500 S&D

546-515 Red
546-522 Grey
546-523 White
546-524 Black
546-532 Green
546-538 Blue
546-539 Orange
546-540 Purple
546-541 Yellow

Alphasyn EPDM
Hardwall /

Suction & Discharge
500 -40°F 250°F

1", 1-1/4"
1-1/2", 2"

S&D
Available in many colors for color 
coding

Table Key
Black Font ………. Discharge Only
Blue Font ………... Suction & Discharge
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